
                     

This product is manufactured by Betek A.Ş.,with certificate of conformity to the standards TS EN ISO 9001, TS EN ISO 14001, TS 18001, TS EN ISO 
50001, TS ISO 10002, TS ISO/IEC 27001. 

* Please contact our technical support for details that are not provided above, since this technical sheet is based on general conditions. Otherwise, the 

manufacturer may not be held responsible for any missing information. Our company reserves the right to change the information provided. Where 
necessary, please refer to the Material Safety Data Sheets for more information on health, safety and handling risks, and precautions associated with the 

products. 

 
 

Fawori Optimix Fiber Mesh & Dowel 

 
 

Optimix Standard (Plastic Nail) Dowel: 
 
Used to fix the Optimix Thermal Insulation Boards to the surfaces and to protect the system against wind 
vacuum loads. 
Can be used in perforated brick, aerated concrete and solid brick. 

 
TECHNICAL SPECIFICATIONS 

 
     Depth of fastening : ≥3 cm  

     Depth of hole : ≥4 cm  

     Diameter of drill : 10mm (Perforated Brick, Aerated Concrete) 

       12mm (Solid Brick) 

     Diameter of dowel head  : 6 cm  

     Length   : 9,5 / 11,5 / 13,5/ 15,5 

     Package   : 600 units 

 
 
 
 

Optimix Fiber Mesh: 
 

Alkali resistant, specially coated glass yarn woven mesh in the range of 4x4 screens. 
 
TECHNICAL SPECIFICATIONS 
 
• Mechanical strength:  Strength loss after alkali conditioning max. 50% (in weft and warp)    
• Tensile strength after alkaline conditioning: ≥ 20 N/mm  (TS EN 13496) 
  
• Conforms to TS EN 13499 and TS EN 13500. 
 
  Package: 50m

2
(1m x 50m) 

 
 
 
 
 


